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CONCRETE CURB, /
GUTTER & SIDEWALK 8" CLASS 2 A.B. MIN.

ALLOWABLE USE

TOP 12" OF SUBGRADE
COMPACTED TO 95%
RELATIVE COMPACTION

RESIDENTIAL: COMMERICAL - INDUSTRIAL:

A.  MORE THAN 75 UNITS SERVED. A.  TRAVELED WAY 20 FT.

B. PARKING PERMITTED B. 6 FT. SIDEWALKS BOTH SIDES (IF REQUIRED).
C. TRAVELED WAY 16 FT.

D. 4 FT. SIDEWALKS BOTH SIDES — LOTS 1/2 ACRE AND SMALLER OR

ROADS THAT ARE EXISTING OR FUTURE COLLECTORS/ARTERIAL.

E. 4 FT. SIDEWALKS ONE SIDE — LOTS GREATER THAN 1/2 ACRE TO
40,000 SQUARE FEET.
NOTES:

1. ACTUAL STRUCTURAL SECTION MAY BE GREATER THAN INDICATED BASED ON PROJECT APPROVALS.

2.  4:1 SLOPE MAY BE REQUIRED BASED ON DESIGN SPEED AND SLOPE HEIGHT.

3. BELOW 3000 FT. ELEVATION, A.C. MIX SHALL BE AR8000, 3/4 IN. AGGREGATE (1/2 IN. AGGREGATE IF A.C. THICKNESS IS
<0.2 FT.). ABOVE 3000 FT. ELEVATION, A.C. MIX SHALL BE PBA6B, 1/2 IN. AGGREGATE.

4. ADDITIONAL EASEMENTS MAY BE REQUIRED AS NECESSARY TO PROVIDE FOR DRAINAGE, CUT/FILL SLOPES, UTILITIES, ETC.

5. ALL SIDEWALKS SHALL BE ADA COMPLIANT, INCLUDING SIDEWALK TERMINI.




